TEXTURES & BRIGHTS

BRIGHT (*) LAYLA
MOON BRIGHT SHARK (* MOOREA
MIYABI CASA HALL BOWERY *)
NADLER QBIC GOTHAM (* POISON (*) ZOE
SYNTHETIC LEATHERS LUXOR (*) OFIDIA (* XARA
(*) only for tiles ( )
(*) only for tiles HERON
COMPOSICION 80% PU 70% PVC - 5%PU 7% CO - 64% PVC 65%PU - 10%CO . .
COMPOSITION 5% CO - 15% PVC 10% CO - 15% PES 29%PU - 27%PES 25%PES 70%PVC - 30%PU
ESPESOR ) ) ) ) )
THICKNESS 1mm | 0,04in 1,2mm | 0,05in 1,1 mm | 0,04 in 1mm | 0,04in 1,2 mm | 0,05 in
PESO 510 g/m2 617 g/m2 880 g/m2 stoglé’g;f 211; ‘;j{:‘;ﬂ 850 g/m2
WEIGHT 1,67 0z/sq ft 2 0z/5q ft 2,9 0z/5q ft 0.7 02/sq ft 2,8 0z/5q ft
ANCHO ) ) ) ) )
WIDTH 140cm | 55in 140cm | 55in 138cm | 54in 140cm | 55in 140cm | 55in

RESISTENCIA AL PILLING
PEELING RESISTANCE

EN ISO 12945-2
grado | grade 5

EN ISO 12945-2
grado | grade 5

EN ISO 12945-2
grado | grade 5

EN ISO 12945-2
grado | grade 5

EN ISO 12945-2
grado | grade 5

CARGA DE ROTURA
BREAKING STRENGHT

ENISO 13934-1
UNE EN ISO 1421

ENISO 13934-1
UNE EN ISO 1421

UNE 40 085/1:75

UNE 40 085/1:75

UNE EN ISO 1421

URDIMBRE/ WARP 539N 584 N 525N 667 N 333N
TRAMA / WEFT 588 N 404 N 390N 722N 180 N
UNE EN ISO
UNE EN ISO UNE EN ISO UNE EN ISO UNE EN 1SO 12947-2:1999
12947-2:1999 12947-2:1999 12947 1-2:1999 12947-2:1999 MOOREA - HERON
MARTINDALE >50.000 >45.000 >50.000 >15.000 >100.000
ciclos | cycles ciclos | cycles ciclos | cycles ciclos | cycles LAYLA - ZOE - XARA
40.000
ciclos | cycles
RESISTENCIA AL RASGADO ENISO 13937 -3 EN ISO 13937 -3 UNE EN ISO ENISO 13937 -3 ISO 46742
TEAR STRENGHT 4674/1A
URDIMBRE/ WARP 22N 50 N 54 N 21N 28N
TRAMA / WEFT 22N 32N 37N 32N 25N
SOLIDEZ A LA LUZ UNE-EN ISO 105 UNE-EN ISO 105 UNE-EN ISO UNE-EN ISO 105 UNE-EN ISO 105
LIGHT FASTNESS B02 B02 105-B02/A1 B0O2 BO2
6-7 6-7 >7 5 >4

SOLIDEZ AL FROTE

ENISO 105X 12

ENISO 105X 12

ENISO 105X 12

ENISO 105X 12

ENISO 105 X 12
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Clean with soft cloth and vacuum often with a soft brush.
Simple stains: White cloth with a solution of neutral soap and warm water.
Difficult stains: White cloth with a solution of white vinegar or rubbing alcohol.

Do not rub with pressure. Do not use solvents.

FASTNESS TO RUBBING 5 5 4/5 45 45
/\\ MOON - QBIC
‘t;
EN 1021 PART 1 & 2
f EN 1021 Part 18& 2 BS 5852 NFPA 260 - -
NORMA IGNIFUGA CRIB 5 Optional CAL 117
FIRE RETARDANCY ptiona
LUXOR: NO
Limpiar periddicamente con pafio seco y aspirar con cepillo suave.
LIMPIEZA Manchas ligeras: Pafio blanco con solucién de jabén neutro y agua templada.
CLEANING Manchas persistentes: Pafio blanco con solucién de vinagre blanco o alcohol fino.No frotar la mancha. No usar solventes.

Tapicerfa - Baldosas - Murales - Alfombras (consultar)

APTO PARA
SUITABLE FOR Upholstery - Tiles - Murals - Rugs (on request)
b A
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USE iz
RESIDENTIAL HOSPITALITY CONTRACT RETAIL

partidas.

specifications.

Consecuentemente todas las érdenes implican la aceptacion de las tolerancias mencionadas.
Miyabi casa controla continuamente la fiabilidad de las caracteristicas técnicas, aunque no se debe considerar este catdlogo como guia infalible de
las especificaciones actuales.
Technical features and sampler colors are illustrative, there may be slight color shade variations from batch to batch. Therefore all orders involve

acceptance of above mentioned tolerance.
Miyabi casa continously checks the reliability of thecnical features, although this catalogue should not be considered a guaranteed guide of current

Las caracteristicas técnicas y el colorido del muestrario son indicativos, no pudiendo garantizar la constancia de las tonalidades entre diferentes

% MIYABI CASA

miyabi@miyabicasa.com
www.miyabicasa.com



