VINTAGE & PLAIN TEXTILES

TOSCANA
RESERVE IBIZA BABEL BELLAGIO
MIYABI CASA
SYNTHETIC LEATHERS RANCHO SBY NOMO OPERA ELEMENT
AMANI ECOSOFT BRISTOL JET
LONNO
COMPOSICION 100%PES 80%PU - 15%CO 27% PES - 64% PVC 82% PVC - 17%PES 70%PVC - 15%PU
COMPOSITION 5%PES 7%CO - 2%PU 1%PU 15%CO
ESPESOR 1,1mm | 0,04 in 1,2mm | 0,05 in 1,2 mm | 0,05 in 1,1mm | 0,04in 1,1mm | 0,04 in
THICKNESS
IBIZA - SBY: 590 g/m2
1,9 0z/s5q ft
PESO 420 g/m2 ECOSOFT - SM: 550 g/m2 510 g/m2 680 g/m2
“o 1,8 0z/si 1,67 0z/s 2,23 0z/s
WEIGHT 1,4 0z/5q ft 390 g/m2 /sq ft /5q ft /5q ft
1,28 0z/sq ft
ANCHO . . . ) .
140cm | 55in
WIDTH 140cm | 55in 140cm | 55in 140cm | 55in 140cm | 55in |
CARGA DE ROTURA EN ISO 13934-1 EN ISO 13934-1 1SO 13934-1 UNE 40 085/1:75 UNE EN ISO 1421
BREAKING STRENGHT UNE EN ISO 1421 UNE EN ISO 1421
URDIMBRE/ WARP 430N 560 N 510N 310N 637 N
TRAMA / WEFT 304N 380N 710N 260N 539 N
UNE EN ISO UNE EN ISO
UNE EN ISO 5470-2 | UNE EN ISO 12947-2 BS5690:91 .
12947 2 12947-2:1999
MARTINDALE >50.000 100.000 >50.000 >100.000 >50.000
ciclos | cycles ciclos | cycles ciclos | cycles ciclos | cycles ciclos | cycles
RESISTENCIA AL RASGADO 1SO 13937 1SO 13937 1SO 13937 1SO 13937 1SO 46742
TEAR STRENGHT
URDIMBRE/ WARP 74N 100N 49N 66 N 15N
TRAMA / WEFT 43N 65N 34N 61N 20N
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SOLIDEZ AL FROTE
FASTNESS TO RUBBING
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Manchas ligeras: Pafio blanco con solucién de jabdn neutro y agua templada.
Manchas persistentes: Pafio blanco con solucién de vinagre blanco o alcohol fino.

No frotar la mancha. No usar solventes.
Clean with soft cloth and vacuum often with a soft brush.

Simple stains: White cloth with a solution of neutral soap and warm water.
Difficult stains: White cloth with a solution of white vinegar or rubbing alcohol.

Do not rub with pressure. Do not use solvents.
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\ TOSCANA - RESERVE:
@ EN 1021 Part 1 NFPA 260
i BS 5852 Part 1 BS 5852 Source 0 BS 5852 Source 0 - 1
NORMA IGNIFUGA CRIB 5 optional - NFPA 260 BS 7176 -
FIRE RETARDANCY RANCHO - AMANI - CAL117 BABEL: BS 5852 - 5
LONNO: No
LIMPIEZA
CLEANING Limpiar periddicamente con pafio seco y aspirar con cepillo suave.

APTO PARA Tapiceria - Baldosas - Murales - Alfombras (consultar)
SUITABLE FOR Upholstery - Tiles - Murals - Rugs (on request)
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USE RESIDENTIAL HOSPITALITY CONTRACT RETAIL

partidas.

las especificaciones actuales.

specifications.

Las caracteristicas técnicas y el colorido del muestrario son indicativos, no pudiendo garantizar la constancia de las tonalidades entre diferentes

Consecuentemente todas las érdenes implican la aceptacién de las tolerancias mencionadas.
Miyabi casa controla continuamente la fiabilidad de las caracteristicas técnicas, aunque no se debe considerar este catalogo como guia infalible de

Technical features and sampler colors are illustrative, there may be slight color shade variations from batch to batch. Therefore all orders involve
acceptance of above mentioned tolerance.

Miyabi casa continously checks the reliability of thecnical features, although this catalogue should not be considered a guaranteed guide of current




